
Input voltage 
12/24V System

Technical info:

Drilling Template:

10-32V DC

Input current Max 6A

Output Type C 
(12V System) 

Standby draw 0.01W

Waterproof rating

Certi�cation

IPX4

CE, FCC, UKCA 
C-Tick, ROHS, WEE 

5V⎓3A, 9V⎓3A
12V⎓3A MAX

Output Type C 
(24V System) 

5V⎓3A, 9V⎓3A
12V⎓3A, 15V⎓3A
20V⎓3A MAX

55.0mm (2.17”)

1m
m

(0
.0

4”
)ø32.0mm (ø1.26 ”)

67
.1

m
m

(2
.6

4”
)

42.0mm (1.65”)

63
.6

m
m

(2
.5

0”
)

68.1mm (2.68”)

51
.0

m
m

(2
.0

1”
)

42.0mm (1.65”)

44
.1

m
m

(1
.7

3”
)

19.7mm (0.78”)

60.8mm (2.39”)

6.3x0.8mm 
Spade Connector 

Ø
 3

0.
2m

m

(1
.1

9”
)

Min Panel Thickness 3mm (0.11)
Max Panel Thickness 25mm (1”)47.2mm (1.86”)

Flip Pro Max - Dual USB-C Charge Socket - SC-USB-F3
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